IE130 Series idE]s| Lighting System

LED(Light Emitting Diodes]

Power Consumption 130W
Voltage / Frequency 180V-270V [ 50Hz-60Hz
Size &70mmiL)=335mmlW]x130mmiH]
Illuminance 196Lux(5M)
Beam Angle 90°/120®
Cover PCIPoly Carbonate)
Weight 9.5Kg
Waterproof Grade IP&&
IE130-R0O90 IE130-R120
Baaum width : 2.856m Bty widhth © 3.464mm
4900 ux in cenier 3600 ke in canter

1.0m
Beam widh : 5,112 m Beam width © 6,828m
1226 ux in centar 900 hax In cantar
2.0m
Beam width : 8.568m Bearm width :10.392m
544 o in conber A00 ke in conber
3.0m
Beam width : 11.425m Baam width : 13.856m
08 hatin Conter 225k in conter
4.0m
Beam width :14.281m Beam width : 17.320m
196 hax in Ciniber 144 ke in conbe
5.0m
Beam width : 17.137m Beam width © 20,784m
136 et i Coisnber 100 ket i conter
6.0m
Baam width © 19.884m Baam width : 24.248m
100 in Cantier 73 hex i conter
7.0m
Beam width © 22,850m Baam width : 27,712 m
76 i in Coanter 56 hot in conter
8.0m
Beam width - 25.706m Baam width : 31176 m
B0 huzx in cantar 44 hex in conter
S.0m
Baam widih * 28,562m Baam width : 34.641m
A9 et in center 36l In center
10.0m
[T
[l
Laal
L 470
i




|EQ90 Series

Lighting System
Power Consumption
Voltage / Frequency
Size

llluminance

Beam Angle

Cover

Weight

Waterproof Grade

LED(Light Emitting Diodes)
F0W

180V-270V / S0Hz-60Hz

356mm(L)=335mm(W]=130mmiH]
140Lux[SM)

90°/120°

PClPoly Carbonate]

7.6Kg

IP&&

335

355

2200
2000
1800
1600
1400

-588838







|EQ45 Series

xidE)=7|

Lighting System
Power Consumption

Voltage / Frequency
Size

Illuminance

Beam Angle

Cover

Weight
Waterproof Grade

LEDILight Emitting Diedes!
LEW
180V-270V / S0Hz-60Hz

350mmiL)x171mm{W]=92mmi(H]
61LuxI5M)

90°/120°

PCIPaly Carbonate]

3.8Kg

IP&6




